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Abstract
A test rig was designed and developed at the NASA Glenn Research Center (GRC) for the purpose of
characterizing high bandwidth liquid fuel flow modulator candidates to determine their suitability for
combustion instability control research. The test rig is capable of testing flow modulators at up to
600 psia supply pressure and flows of up to 2 gpm. The rig is designed to provide a quiescent flow into
the test section in order to isolate the dynamic flow modulations produced by the test article. Both the fuel
injector orifice downstream of the test article and the combustor are emulated. The effect of fuel delivery
line lengths on modulator dynamic performance can be observed and modified to replicate actual fuel
delivery systems. For simplicity, water is currently used as the working fluid, although future plans are to
use jet fuel. The rig is instrumented for dynamic pressures and flows and a high-speed data system is used
for dynamic data acquisition. Preliminary results have been obtained for one candidate flow modulator.
Introduction
In response to increasingly strict limitations on emission output levels for both land-based and aircraft
gas turbine engines, combustion research has focused on leaner-burning combustion concepts. However,
these leaner-burning concepts have shown an increased susceptibility to combustion instabilities (Refs. 1
to 5). These instabilities can cause combustor pressure oscillations which, left unchecked, lead to
increased vibration levels and potentially premature mechanical failure. One of the mechanisms that have
been identified as contributing to these instabilities is the coupling of the combustion heat release with the
inherent combustor geometry acoustics (thermo-acoustic instabilities). Ideally, passive techniques would
be the most attractive solution to solve these problems because they minimize weight and component
count. However, given the range of conditions over the complete mission cycle of the engine, a passive
technique may not be fully successful. For this reason, it is prudent to also investigate techniques for
active control (Refs. 5 to 17).
Active Combustion Instability Control addresses the instability mechanism previously mentioned.
The basic approach is to modulate fuel into the combustor so as to decouple the combustion heat release
process from geometry-induced acoustic frequencies that produce instabilities. If performed correctly
(i.e., supplying appropriate magnitude and phase in the modulated fuel output), the result of the control
action attenuates the amplitude of the instability.
The success of providing active control, then, hinges largely upon having a fuel actuator with
adequate bandwidth and modulation strength to cover the frequency range over which instabilities have
been observed. In the body of research to date, combustion instabilities in gas turbine engines have
generally been observed in the 100 to 1000 Hz range (military engines have encountered some even
higher). Unfortunately, actuators with this type of bandwidth are not available as off-the-shelf
manufactured items. Therefore, it has become necessary to develop custom fuel actuators which satisfy
these requirements.
In order to ensure that the performance of a given candidate fuel modulator is suitable for use in an
active control application; it becomes necessary to perform dynamic characterization testing. It is for this
reason that a characterization test rig was designed and developed at the NASA Glenn Research Center.
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This paper begins with a description of the overall construction of the fuel modulator characterization
test rig. Details are provided for some of its unique components that approximate the hardware and cold
flow conditions of a combustion research rig (i.e., fuel injection and backpressure). The rig
instrumentation is then described along with the type of data collected from a test candidate and the
procedures employed for its collection. Next, an example fuel modulator is described. Representative data
is presented for the tested candidate along with the conclusions drawn on its performance. Finally, future
plans for the rig are given.
Overall Rig Construction
As a preface to describing the rig’s construction, it is prudent to mention the underlying rationale that
determined the design guidelines. In general terms, the form and function of the rig stemmed from the
need to accurately assess the performance of a candidate modulation device when subjected to conditions
it would experience when connected to a combustion rig. These conditions would include input and exit
pressures, mass flows, and flow resistances. In addition, it should be noted that for safe operation, all
components are designed in accordance with ASME standards where applicable.
In the planning stage for NASA’s first attempts to demonstrate active combustion instability control,
the main fuel supply of the combustor was selected as the source media for effecting the control. The
rationale for making this choice was the belief that the main fuel injection offered the maximum available
potential for influencing the combustion process and therefore presented the best chance for achieving a
successful demonstration. In making this decision, an upper bound had been specified for the
characterization rig’s flow capacity. In particular, NASA Glenn had down-selected a fuel injector for
supplying fuel into a single nozzle combustion rig that had a Flow Number rating of 110 associated with
its main fuel flow. Flow Number for an orifice is defined as:
Flow Number  
m
P
	 (1)
with m
 being the fluid mass flow in lbm/hr (abbreviated pph) and AP being the pressure differential in
psi across the orifice, such that the resulting units for Flow number are (pph-psi – 0.5 ). The maximum
working pressure for the rig was specified to be 600 psig. This decision was based on the known
maximum fuel supply pressure present in the combustion facility where the Active Combustion Control
research was to be performed. Table I shows the test conditions for that research. Given the specified
Flow Number across the fuel injection orifice and knowing a desired mass flow rate for a defined flow
condition, it is possible to determine the required differential pressure across that orifice using
Equation (1). Knowing the corresponding combustion pressure for that flow condition one can then
calculate the differential pressure across a test candidate that is available for flow modulation.
TABLE I.—FLOW CONDITIONS GERMANE TO NASA’S INITIAL
ACTIVE COMBUSTION CONTROL RESEARCH
Flow number,
0
Mass flow rate,

Combustion pressure,
5

.FN pph  psi m(pph) P4 (psig)
110 500 200
110 375 200
110 250 200
The pressures being dealt with here required certain safety considerations. All components and
plumbing used in the rig’s construction were required to comply with a pressure rating of at least 1.5
times the working pressure, and they were also required to be compatible with either city water or jet fuel
as a working fluid. For simplicity, city water is currently used as the working fluid. Water exiting the rig
is routed to drains rather than recirculated to avoid possible contamination with entrained air which
changes the compressibility of the working fluid. Should jet fuel be used in the future, the fuel would be
routed back to a point in a large reservoir far removed from the inlet to the rig.
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A schematic of the characterization rig’s overall construction can be seen in Figure 1. The schematic
highlights three distinct functional groups labeled Fluid Supply System, Test Section, and Ancillary System.
The Fluid Supply System components upstream of the Test Section are responsible for preconditioning and
measuring the fluid supply. The Ancillary System components adjacent to and downstream of the Test
Section provide pressurization and evacuation support. These three functional groups will be described in
more detail in the following sections with emphasis placed on the Test Section. Rig instrumentation will be
described in more detail in a separate Instrumentation section of this paper.
Fluid Supply System
The Fluid Supply System employs a CAT (CAT Pumps Corp.) positive displacement piston pump for
delivering the working fluid to the Test Section. It is rated for 2 gpm delivery at 2000 psi. The system
receives input from the city water supply at a steady pressure between 40 and 75 psig. Given the nature of
this type of pump, the discharge pressure signal is quite noisy. The exact magnitude of the noise level has
never been quantified, but it is considered significant as it adversely affects flow measurements taken a
short distance downstream of the pump. To reduce this noise and to better condition the fluid input to the
Test Section, a pre-system accumulator is employed. The accumulator used for this purpose is of in-house
construction. It is a vertically oriented 1-in. inner diameter (i.d.) stainless steel tube with inlet and outlet
fittings for the working fluid installed at the bottom. Inside the tube, the column of fluid is in contact with
a volume of air occupying the top of the tube due to natural buoyancy. The volume of air is manually
controlled by a valve connected to a pressurized air source. The volume of air inside the tube acts as an
adjustable damper and attenuates pressure disturbances in the fluid. The quieted working fluid flow
exiting the tube is then acted upon by a computer-controlled back pressure regulator located a short
distance downstream. This device establishes the system pressure associated with a specified flow
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condition for which testing will be performed. The device used for this purpose is a (computer) voltage-
controlled Tescom (Tescom Corp.) regulator mounted to a Tescom backpressure regulator. The maximum
inlet pressure to the backpressure regulator is 10000 psig which enables the working fluid control range to
vary from 10 to 1500 psig. Since the pump can output a pressure of 2000 psig and the system is rated at
900 psig, a safety relief valve set to 700 psig allows some margin around the maximum working pressure
of 600 psig. An Entran (Entran Devices, Inc.) EPXO absolute pressure transducer (labeled P0) rated at
1000 psia full scale with frequency response of 19 kHz is used to provide feedback to the regulator’s
electronic control. The feedback allows the regulator to maintain a user-defined system pressure. The
pressure setting is arrived at iteratively by the rig operator as the specified flow condition is established
for testing. The flow measurements from both a turbine-type flow meter and an orifice/differential
pressure transducer supply feedback to the operator. The turbine-type flow meter is used for supplying a
time-averaged measure of the flow and the orifice/pressure transducer system provides (relative to the
turbine meter’s time-averaged measurement) an instantaneous measure of the flow. These are discussed
further in the Static and Dynamic Instrumentation sections of this paper.
Test Section
The Test Section, shown in Figure 2, is the heart of the characterization rig. It is comprised of three
main components which are: 1) a second accumulator to smooth the flow into the flow modulator test
candidate; 2) the test candidate; and 3) a vessel designed to permit the simulation of modulated fuel into a
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combustion rig under cold flow conditions. The accumulator and the “Simulated Combustor” will be
described in detail in the paragraphs that follow. The test candidate is discussed in generic terms due to the
variances that exist among the different designs. The Test Section components will be described while
making reference to the components that comprise the Ancillary System that provides support to the
Test Section.
Accumulator
The accumulator is a pressure vessel of in-house design and construction. A cut-away drawing can be
seen in Figure 3. It is constructed with 304 stainless steel, 300 lb threaded and blind flanges, and it uses a
6-in. long, 3-in. i.d., 304 stainless steel seamless pipe nipple. The bottom blind flange was drilled through
in two locations to permit the installation of fittings that accept the fluid inlet and outlet lines. Above the
inlet fitting, on the surface of the blind flange internal to the accumulator, a welded flow baffle was
installed. Its purpose is to isolate the turbulent incoming flow from the area around the accumulator’s exit.
The top blind flange is also modified. It has two sets of double holes drilled through the flange. One set of
holes permit the attachment of a pair of 1/8 in. stainless steel pipe nipples that are staggered in length.
These nipples serve as attachment points for float switches. The switches thread onto the nipples and the
wires from the switches travel inside the nipples to exit the accumulator. The wires are connected to a
relay logic board that provides independent control of solenoid valves responsible for either venting
pressure from the accumulator or for introducing regulated compressed air. The second set of holes permit
the attachment of fittings for the vent line and the incoming compressed air. Normally open (N.O.)
solenoid valves are placed in-line for each of those respective pathways with the inclusion of a safety
relief valve (set at 625 psig) on the vent line to prevent a possible over-pressure situation. The normal
operation of the accumulator is to have fluid enter from the bottom and rise upward into the vessel. The
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float switches are both normally open, so for this state the vent pathway is open while the incoming
compressed air pathway is kept closed. As the fluid level rises, switch no. 2 floats upward and closes. If
switch no. 1 remains open the vent pathway closes. This is the desired state for the accumulator. Should
the fluid level continue to rise and cause switch no. 1 to close, the solenoid controlling the incoming
compressed air pathway energizes and permits compressed air (regulated at a pressure greater than the
fluid working pressure, but less than 625 psig) to enter. The air pushes the fluid column downward
sufficiently for switch no. 1 to open, at which point, the incoming air pathway closes. In contrast to
conventional pre-charged accumulators, this accumulator with its air control system maintains a fixed air
volume so that the compliance stays constant regardless of the operating pressure. In practice, if the flows
and pressures are balanced in the rig, the control system described here activates only rarely.
A measure of merit for the performance of the accumulator is the comparison of absolute pressure
measurements taken immediately upstream of the accumulator (P1) and immediately downstream of the
accumulator (P2). A representative plot of this comparison is shown in Figure 4. As can be seen in the
figure, the accumulator is very effective in buffering relatively high power, high frequency flow content
to a much lower power, lower frequency flow. The resulting pressure has an amplitude of ±1 psig.
However, since this design has a direct air-fluid interface, questions arise as to whether the air can find its
way into the fluid exiting the bottom of the accumulator thereby posing a potential loss of performance by
the test candidate due to the introduced compressibility. A quantified measure of the potential impact
from this condition remains a research issue.
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Test Candidate
The test candidate is installed in the rig such that the physical connection length between the
accumulator’s exit and the test candidate’s input is minimized. The length, however, must also
accommodate a connection point for both an absolute pressure transducer (P2) and for the upstream input
of a differential pressure transducer, DP32, that measures across the test candidate. At the test candidate’s
discharge location, a provision must be made to permit the installation of an absolute pressure transducer
(P3x), connections for the downstream input of the differential pressure transducer DP32, and for the
upstream input of the differential pressure transducer DP43. These pressure transducers are used to
measure performance during modulation and provide feedback to the rig operator during the
establishment of the testing flow conditions.
Simulated Combustor
The final component associated with the Test Section is the “Simulated Combustor”. This pressure
vessel is also of NASA design and fabrication. A cut-away drawing of its construction can be seen in
Figure 5. The purpose of this component is to provide simulated injection and back pressure conditions
for the test candidate similar to those experienced as if it were actually feeding a combustor (sans high
temperature exposure). The construction of the vessel uses 304 stainless steel, 300 lb blind and threaded
flanges, 1 in. i.d. stainless steel schedule 40 seamless pipe nipples, 304 stainless steel class 3000 psi 1-in.
pipe tees, and 304 stainless steel class 3000 psi 1-in. by 1/8-in. bushings.
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The upper blind flange of the vessel was machined to permit the installation of a 1/8-in. NPT (by
3/4-in. length) pipe nipple that has been modified to include a press-fit ruby insert having a precisely
drilled orifice. These orifices are manufactured by Bird Precision (Bird Precision). The manufacturer
offers a range of orifice diameters that permit interchangeability in the size of the orifice being used. This
facilitates the ability to change flow number to simulate different sized fuel injectors. The nipple also
serves as the connection point to the test candidate. As shown in Figure 2, the physical distance between
the test candidate and the orifice is minimized. This has been frequently referred to as the “short”
configuration. One would expect the measured performance of the candidate to be best for this
configuration. In reality, gas turbine engine combustors and the research combustion rigs that emulate
them require the connection for the fuel supply be made externally. Typically a length of tubing
(minimally 12 in. and up to 36 in.) travels internally from the connection point to the fuel injector
location. For a modulated fuel supply this could impose losses. For this reason, the characterization rig
permits the insertion of a length of tubing between the test candidate and the orifice. The 1, 2, and 3 ft
lengths have been used for this purpose. Custom lengths can also be inserted to emulate a particular
installation. If an extended configuration is employed, absolute pressure transducers are used at the
candidate’s discharge (P3a) and at the termination of the tube length near the orifice (P3b). This is
referred to as the “long” configuration. Differential pressure transducer, DP43, is intended to measure
across the flow orifice, so its upstream connection point will be made nearest the entrance to the orifice
regardless of the configuration.
The remainder of the components that comprise the Simulated Combustor form a pressure vessel
having two bosses. The upper boss provides a port through which compressed air can be introduced
thereby creating the simulated back-pressured combustor environment. Fluid passing through the orifice
enters the pressurized vessel and accumulates at the bottom. A second boss in the vicinity of the vessel’s
bottom provides the exit to a drain or reservoir at atmospheric conditions. The desired height of the water
column inside the vessel is a distance approximately equivalent to half its length. This is to ensure a
pressurized compartment within the vessel always exists. A float switch, attached to the bottom blind
flange, is used to aid in this task. Unlike the automated control used with the Accumulator, an indicator
light conveying information on the state of the float switch is used by the rig operator to adjust needle
valves that control the rate of fluid exit from the vessel. An iterative process is employed to achieve a
steady-state condition for the desired water column height. There is some automation employed, however.
Should the primary flow path back to the reservoir be too restrictive, the liquid level will rise thereby
causing the float switch to close. This will cause a normally open solenoid on one of the exit paths to
energize, thereby making this secondary flow path available to the flow as a return to the drain/reservoir.
To guard the float switch from the incoming fluid, a disruptor plate is suspended above the switch by
three stainless steel rods that are attached to the upper blind flange.
Ancillary System
The Ancillary System adjacent to the Test Section provides the compressed air and its regulation for
the Accumulator and the Simulated Combustor. A bottle of compressed air with a maximum capacity of
2000 psig is located a remote distance from the characterization rig. The primary flow from the bottle is
regulated to a value slightly greater than the working pressure that is to be used for a given test. This
pressure is bounded by 600 psig, the maximum working pressure permitted. A normally closed solenoid
valve acts as a barrier to the entrance of the characterization rig plumbing. When the rig is not being used,
the solenoid prevents the rig from being accidentally pressurized. When the rig is to be used for testing,
an operator must energize the solenoid to permit the air flow. The primary regulated air supply is then
made available to the Accumulator. For the Simulated Combustor, the primary regulated supply is further
regulated, supplying the backpressure to that vessel which typically does not exceed 300 psig.
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Instrumentation and Data Acquisition
In order to fully characterize the behavior of a fuel valve test article, two classes of instrumentation
are employed. First, static measurements are used to document the steady operating condition of the rig
and the corresponding steady flow conditions through the valve under test. Second, dynamic measure-
ments are used to document the unsteady flow behavior resulting from time-varying commands being
supplied to the valve.
Static Instrumentation
The list of static instrumentation is shown in Table II. Three main parameters are monitored and also
recorded with the research data in order to document the overall operating conditions of the rig. The rig
inlet pressure PG2 (pump outlet pressure, see Fig. 1) is set by a pressure regulator, as described in the
previous section, and monitored by a pressure gauge. The rig inlet pressure is also recorded with the
dynamic data (see below). The Simulated Combustor control pressure PG3 (rig outlet pressure, see
Fig. 1) is controlled by a pressure regulator and by the exit valves of the rig, and is monitored by a second
pressure gauge. The resulting fluid flow, Wf, is a product of the delta pressure drop across the rig and the
various flow restrictions within the rig (including the valve) and is monitored by a turbine flow meter and
associated flow monitor. A Blancett (Blancett) model 1225 turbine flowmeter and associated model
B2400 flow monitor are used. The flow meter is modular and can be interchanged with different models
to accommodate different flow ranges. The flow monitor is programmable with configurable linearization
(K-Factor) breakpoints. A front panel display provides a readout in the engineering units of choice, and a
0 to 10 V output proportional to volumetric flow is provided for recording with the data system. The flow
monitor outputs (display and voltage output) are both updated once a second.
TABLE II.—STATIC INSTRUMENTATION
Name Description Sensor employed
PG2 Rig inlet pressure Pressure gauge
Wf Mean fluid flow Flow meter and associated flow monitor
PG3 Simulated combustor control pressure Pressure gauge
TCdegF Fluid temperature Type K thermocouple
A thermocouple to sense fluid temperature is optionally available. This was primarily used when the
rig was recirculating fluid to monitor the fluid temperature rise generated by the pump. It is not currently
installed in the rig.
Dynamic Instrumentation
The list of dynamic instrumentation is shown in Table III. There are five (optionally six) dynamic
pressure sensors along the flow path of the rig (P0 to P4). The locations of the dynamic pressure sensors
are shown in Figures 1 and 2. All of these use an Entran EPXO 1000 psia transducer. The sensors have a
natural frequency of 95 kHz and are easily able to capture the up to 2 kHz phenomena from valve
characterization. Each transducer is mounted in a pipe-tee fixture that has been machined to place the face
of the sensor flush with the flow passage side wall. This is done to obtain maximum sensitivity and to
minimize flow disturbances in the vicinity of the sensor. For short feed line configurations, where the
distance between the valve and the simulated fuel injector is less than 6 in., only one P3 sensor is used
(P3b – the injector inlet pressure). When the feed line is greater than 6 in. long, two P3 sensors are used
(P3a, P3b) in order to measure any acoustic phenomena in the feed line.
NASA/TM—2010-216105
	 9
TABLE III.—DYNAMIC INSTRUMENTATION
Name Description Sensor employed
P0 Rig inlet pressure Entran EPXO series
P1 Accumulator inlet pressure Entran EPXO series
P2 Accumulator outlet/valve inlet pressure Entran EPXO series
P3a Valve outlet pressure Entran EPXO series
P3b Simulated in j ector inlet pressure Entran EPXO series
P4 Simulated combustor pressure Entran EPXO series
DP32 Valve delta pressure Druck PMP 4165 series
DP43 Simulated in j ector delta pressure Druck PMP 4165 series
FLOW Fluctuating fluid flow Orifice and Sensotec differential pressure
To infer dynamic mass flow, differential pressure sensors are used. Sensor DP32 measures the
differential pressure across the test article (between locations P2 and P3a or P3b). Sensor DP43 measures
the differential pressure across the simulated injector (between locations P3b and P4). These
measurements use Druck PMP4165 transducers. The transducer across the valve has a range of 50 psid
and the transducer across the simulated injector has a range of 500 psid. Transducers with different ranges
can be employed if the range of pressure drop across the valve and/or simulated injector changes due to
valve or injector cross-sectional area changes. The Druck differential pressure transducers do not have a
published spec for natural frequency, but experience has shown them to be more than adequate for
measuring the up to 2 kHz valve induced perturbations. The time-varying mass flow across the simulated
injector, as inferred from DP43, is intended as the figure of merit for fuel modulator effectiveness.
Fluctuating fluid flow is measured using an orifice with a Sensotec (Honeywell (Sensotec))Model Z
transducer measuring the differential pressure across the orifice. The orifice and the differential pressure
transducer combination is modular and can be interchanged to allow for different flow ranges. This
measurement is upstream of the accumulator and is not intended to be an indication of the fluid flow
fluctuations caused by the flow modulator under test. Rather, it is used to set the mean flow through the
flow modulator (the DC position) about which the modulation occurs. The mean value for this flow
measurement and the steady flow measured by the flowmeter (see previous section) should agree,
although the orifice/differential-pressure measurement gives a higher response measurement.
Signal Conditioning and Data Acquisition
Endevco (Endevco Corp.) 4430A signal-conditioner/filter/amplifier modules supply the excitation
voltage and bridge completion for the Entran and Druck transducers. In addition, all electronic measure-
ments (not pressure gauges) are amplified as necessary and low-pass filtered for anti-aliasing using the
Endevco 4430A’s. The steady and low-frequency dynamic measurements have a low pass cut-off
frequency set at 25 Hz and are sampled at 50 Hz. The high-frequency dynamic measurement cut-off is
2 kHz while sampled at 5 kHz. A dSpace (dSpace, Inc.) real time processor system based on the DS 1005
PowerPC processor board is used for data acquisition and control. A DS2003 32-Channel Analog-to-
Digital board with simultaneous sample-and-hold is used for voltage inputs. A DS2102 6-Channel
Digital-to-Analog board is used for outputs. All voltage inputs/outputs are ±10 V. Data is recorded and
saved to Matlab (The MathWorks) .mat files for post-processing.
Testing Procedure
Each test begins with a calibration check of the pressure transducers. The offset of each transducer is
checked at ambient pressure conditions, i.e., no system flow. The rig is then pressurized with compressed
air to 200 psig to verify transducer span. At the completion of testing, each transducer calibration is once
again checked at ambient conditions. After the transducer calibration check is performed, the pump is
activated and steps are taken to establish the flow condition for testing. These steps include setting the rig
inlet pressure, the Simulated Combustor control pressure, the steady position of the flow modulator, and
the flow outlet valves. Once test conditions are established, data is taken to document the steady-state
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condition. The steady-state flow for this established condition is what must be maintained through the test
candidate (in a time-averaged sense) during its modulation. As will be mentioned below, some candidates
incorporate their own control system to maintain this mean flow. For these flow modulators, the
procedure is to then engage the test candidate’s mean flow controller. Once engaged, data is taken to
document this condition.
With the flow condition established and the mean flow controller activated, the ensuing procedures
are directed at collecting performance data on the test candidate. Data from two types of testing are
sought. The first type of testing subjects the test candidate to sinusoidal commands. The commands are
issued at discrete frequencies and progress in frequency increments of 100 Hz, spanning the range of 100
to 1500 Hz. The frequencies are traversed in a “forward” (increasing) direction and in the “reverse”
(decreasing) direction to provide repeat data and to check for the presence of any hysteresis. At each test
frequency the test candidate is allowed to operate until it is apparent that the system has reached an
equilibrium condition. Five seconds of data are then recorded. As mentioned in the previous section, two
separate data sampling rates are used. High frequency parameters having to do with flow modulator
response are recorded at 5 kHz while low frequency parameters having to do with rig conditions are
recorded at 50 Hz.
After the discrete frequency data is collected for the specified range in both the forward and reverse
directions, the second type of testing is performed. This entails subjecting the candidate to a sinusoidal
frequency sweep (performed with a logarithmically-increasing frequency vs. time), spanning the same
frequency range used for the discrete sampling. The purpose for conducting the sweep is to permit the
generation of a transfer function that can be used to evaluate the test candidate on the basis of frequency
response.
Test Results
The ultimate goal for a high bandwidth fuel modulation device is to supply a modulated fuel pulse
into a combustor so as to influence the time-varying pressure waves generated in the combustion process.
The frequency of the modulated pulse is in response to a command from a controller that receives
feedback information about the combustion instability, typically via frequency and phase of the time-
varying pressure. In the ideal case the modulated fuel pulse should possess the appropriate frequency
(without introducing others) and it should be of sufficient amplitude to cause an influence in the
combustion process. Given the current, qualitative expectations for the modulation device, metrics can
none-the-less be defined to evaluate a candidate’s performance. In general terms, the metrics would thus
include frequency response and modulation strength. The frequency response would ideally be flat over a
bandwidth of 1 kHz (higher than most currently observed gas-turbine combustion instabilities) and
modulation strength would be defined subjectively to be ±40 percent of the mean fuel pressure (as large
or larger than that required for most current combustion instability control applications). These
requirements are currently subjective since the quantity of fuel to cause this influence (or to what degree)
is not exactly known and is highly configuration dependent. It is expected that more quantitative
specifications can be developed as experience is gained using such modulation devices with combustors,
and as models of the physical processes associated with combustion instability improve.
The assessment of a candidate’s performance is made through an evaluation of time-averaged data,
frequency response plots, spectral analysis, and time history data. The available number of measured or
calculated quantities can be numerous, but in general there is a standard set of quantities that are
examined for each test performed. This standard set will be shown here. They include pressures P 1, P2,
P3b, P4, DP32, and DP43; and the candidate’s input command RefA.
The test results being shown here are meant to be demonstrative. It is not the intent of the authors to
draw any conclusions about a particular candidate tested in the past. The purpose here is to simply show
an example of typical post-processed results stemming from the characterization testing. It is, however,
useful to know the generic makeup of the test candidate that is responsible for the results that will be
shown. In general terms, the candidate was a valve that uses magneto-strictive actuation. It was designed
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to accept an input supply at 600 psig and to provide modulation up to at least 1000 Hz. It was also
designed to provide a maximum output of 500 pph, with a maximum pressure drop of 300 psi. This
candidate was also designed with custom electronics that included a controller to maintain the mean flow
while modulating the working fluid. As mentioned previously, the initial testing conditions for NASA’s
combustion control research, and thus the initial design focus on the characterization rig, was on main
injectors with a Flow Number of 110 and fuel flow of up to 500 pph. The test candidate was originally
designed and utilized for testing at those conditions, although it was not fully characterized there. More
recent research has focused on the modulation of the combustor’s pilot flow. For this situation flow
conditions more appropriate to a Flow Number of 8 to 10 are in order. Thus, the data that will be shown
resulted from tests that required the candidate to modulate flow through an injection orifice having a Flow
Number of 8 to 10 and a mean flow of about 90 pph.
The plot shown in Figure 6 is of time-averaged data. This type of data is used to determine the
confidence associated with the collected data, and it also serves to validate the proper operation of the test
candidate’s mean flow controller. This data is generated offline by time-averaging the individual time
history data files for the discrete frequency perturbations (in both the forward and reverse traverses of the
frequency range). In the ideal case, the pressure measurements should plot as constant values in the time-
averaged sense. Repeated time-averaged values across the frequency spectrum indicate consistent rig
conditions during testing. For example, the pressure data depicted in the figure for measurements P2 and
P4 indicate well behaved, repeatable conditions at the entrance and exit of the Test Section. If the data
does not so indicate, then there is cause to investigate and to determine whether or not the data may have
been tainted.
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Figure 7 depicts a frequency response assessment of the candidate device using a logarithmic
frequency sweep, from 100 to 1500 Hz over a duration of 80 sec. The transfer function shown is defined
as DP43/RefA where the output, DP43 (in units of psid), is inferred mass flow through the injection
orifice and the input, RefA (in units of volts), is the sinusoidal command input to the candidate. The
magnitude and phase plots are presented along with a coherence plot to provide a means of validating the
result (the coherence estimate is a value between 0 and 1 that indicates how well the output corresponds
to the input at each frequency). These plots do indicate some degradation of the candidate’s response as
frequency increases. These observations in themselves only provide a qualitative feel for the candidate’s
ability to perform. To quantify this effect, data is collected at individual frequencies as described next.
As described in the Testing Procedure section, the candidate was perturbed at discrete frequencies
from 100 to 1500 Hz. Figure 8 shows time history plots for a subset of the “standard” set of
measurements described previously. They are shown with their associated amplitude spectra for the
perturbation point taken at 500 Hz. The input command to the valve is depicted in the plot for RefA. It is
a sinusoidal signal with an amplitude of 6 vpp. The signal was offset from zero to compensate for
nonlinearities associated with the displacement of the magneto-strictive material when voltage is applied.
The amplitude spectrum indicates a clean signal at 500 Hz with no “noise” apparent at any other
frequency. For the data shown, the candidate provided a clean response as depicted by the data for P3b
and DP43, which are indicative of the candidate’s output. It is interesting to note that the response of the
candidate is not transmitted entirely downstream as evidenced by both the time history and amplitude
spectra plots of P2, the pressure measurement at the input to the test candidate. The energy exhibited in
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this signal represents a loss of energy that one would ideally like to see applied to the modulated output.
Ideally the measurement for DP43 would be used to assess the candidate’s modulation strength. DP43
shows a peak-to-peak modulation strength of about 2 psid. However, the measurement P3b shows a
modulation strength of about 15 psi. Since the measurement for P4 is essentially constant these two
modulation strengths should be about the same, but that is not the case. The transducer for P3b is
mounted with its sensor face flush with the flow (as discussed previously) and it is therefore believed to
be more accurate than transducer DP43 which is mounted a short distance from the flow path. The reason
for the discrepancy between the magnitude of DP43 and P3b is under investigation. Thus P3b was used as
the quantified measure for determining the percent of modulation above and below the mean pressure. For
the candidate shown here it was only able to modulate at ±5 percent. Since, for these “short”
configuration tests, the results did not achieve the desired modulation strength of ±40 percent, this
particular candidate was not subjected to “long” configuration testing. One possible reason for the small
modulation obtained by the candidate is that, while it was designed to modulate flow through a fuel
injector with Flow Number of 110, it is being used with an orifice with Flow Number of 8 to 10. Further
investigations with this candidate are planned.
Conclusions
A characterization test rig was designed and developed for evaluating the performance of high
bandwidth liquid fuel actuator candidates for active combustion control research. The design goal of the
rig was to provide a simulated means by which potential fuel modulation candidates could be tested under
conditions that approximated those experienced when installed on a research combustion rig, and
ultimately in a gas turbine engine combustor. The characterization rig is capable of using water or jet fuel
as the working fluid and it can operate with a maximum working pressure of 600 psig. The test section
includes a pressurized vessel that simulates the backpressure of a combustor. The rig is instrumented with
both pressure and flow transducers and its data acquisition system is capable of real-time data collection
and display. Discrete frequency perturbation and frequency sweep testing can be performed. The data
collected permits the generation of time-average, time history, amplitude spectra, and bode plots that
serve as the basis for actuator performance assessment. Three main metrics are used to evaluate a
candidate. They are: 1) actuator bandwidth compliance; 2) working fluid frequency content; and 3)
pressure modulation strength about the mean. The rig’s design has been documented and preliminary
characterization results obtained for one flow modulation device. Future plans are to conduct detailed
dynamic characterization studies with multiple flow modulation candidates.
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